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Things to consider before you start the assembly process -
     (*See note for Wall Street II/Princeton kit 149729 on the last page)
 1. Take your time and do not rush the process.
 2. Do not force anything into place.
 3. Do not use glue in the assembly process.
 4. Place the brass tube inside the barrel while assembling.
 5. Use warm water with a bit of dishwashing liquid during the star assembly.
 6. This kit is considered advance pen making and is for experienced pen makers and anyone who would like to try 
  and follow the process step by step.

Step 1:

                                    

Remove all inlay pieces from the container and arrange them in their different groups.
Group all the stars with the blue (upper) barrel and the stripe inlays with the red (lower) barrel.

Step 2:

                                      
Take the brass tube from your pen kit and prepare it as you would do with any other wooden pen blank. Cut a piece of 
3/4 inch blue / green masking or painters tape long enough to wrap around the tube twice. 

Step 3:

          Please DO NOT USE any glue at this stage. Place the brass tube inside the 
blue (upper) barrel, this will help you with the assembly and also help support the barrel from the inside while applying 
pressure to press the stars into place. Before placing any of the stars we have found it helpful to turn all of the stars white 
side down. Start placing the star inlays into the holes, the stars must be installed with the white side toward the brass 
tube. Using a mixture of warm water with a little bit of dishwashing soap to dip the stars into before placing them 
will help in the installation process. We have found the use of an X-acto #11 knife bladea aids in the installation, 
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You have to apply some pressure to push them into place. The kit contains extra stars.  
Now wrap the upper barrel with tape and roll it on a fl at surface to make sure that all the stars are seated.

Step 4:

                                        
Please DO NOT USE any glue at this stage.
Place the brass tube inside red (lower) barrel. This will help you with the assembly and also help support the tube from 
the inside while applying pressure to press the stripes into place. Start placing the stripe inlays into their slots. The stripes 
have been cut from a pen blank with the same diameter as the Red lower barrel. The fi t is tight but not as tight as the 
stars. Once all the stripes are in position you can then use a fl at block to apply the little pressure to press them into place. 
Now wrap the red (lower) barrel with tape to the end of the maple inlays and roll it on a fl at surface to make sure that all 
the stripes are snug.

Step 5:

                                        
Remove the scuffed brass tube from the assembled barrels. The red (lower) barrel is longer than what is needed for the 
pen. The reason for this is to hold the stripes in place until the assembly is glued.  
Square one end of the red (lower) barrel leaving approximately 1/16" of the Red barrel exposed. Use any familiar method 
to glue the brass tubes into the assembled blanks. A thick CA glue or Epoxy works well for this application. Make sure 
that you give the glue enough time to cure before you proceed with the next step.

Step 6:
After the glue has cured remove all the masking tape and prepare to trim the ends of the red (lower) barrel. Remove the 
ends of the red (lower) barrel up to the maple inlays, you may use a squaring jig, or if you have Nova chuck, clamp it in 
the jaws and remove the ends to square them up.
DO NOT USE a barrel trimmer: It will tear the pieces off the ends of the assembled blank. 
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Step 7: 
Place the barrel with the appropriate bushings on the mandrel and place in lathe. You can use a skew for this but make 
sure it is very sharp to prevent any unnecessary damage. A wood fi le would also work for this step. Use progressively 
fi ner sandpaper until you are satisfi ed with the fi nish. 
Remember that you are working with a blank made of many pieces. Proceed with caution.   

Step 8:
You can now apply a fi nish of your choice. CA glue works well to fi ll any gaps and provides a great long lasting fi nish. 

Step 9:
Follow the instructions of how to assemble your pen kit making sure to 
place the blue (upper) barrel with the stars tips pointing up.

Wall Street II/Princeton Kit 149729
Follow the same process for the red barrel to just before you glue the tube into place. In order to complete the stars 
portion of the blue barrel you will need to utilize the provided white putty. Begin by removing half of the putty and place 
into a mixing container. Mix a few drops of water to make the putty slightly thinner and easier to work. With the brass tube 
removed begin fi lling all of the stars completely. It is recommended to leave the putty slightly higher to allow for shrinkage.  
Once the stars have been fi lled set aside and let dry for a few hours. There will be some squeeze out on the inside of the 
tube which is ok as it will be removed once you slide the brass tube through the dried blank before the gluing process. 
1. Square one end of the red barrel up to the maple inlays. Use any method that you are familiar with (squaring jig or 
Nova chuck) but make sure the end is square. Do the same for the blue barrel, you will need to remove approximately 1/8". 
Be sure that when you assemble the Blue and Red barrels that the stars are pointing up, pay close attention to ensure 
that you are squaring off the correct end. Once this is done, slide the Blue and Red barrels onto the brass tube (making 
sure that the stars are pointing up) ensure that the two halves fi t fl ush with each other. Apply a small drop of CA glue on 
top of the barrels to secure them together, do this a few times around the outside of the barrel. Once the glue has cured 
remove the brass tube and continue to trim the barrel. Begin with the Red barrel, trimming just to the maple inlays. Once 
this is completed take a fi nal measurement of the brass tube and fi nish trimming the Blue barrel to the fi nished length. 
You should only need to remove approximately 1/8".
2. The brass tube can now be glued into the barrel. Use any familiar method to fi nish this step, we recommend either thick 
CA glue or an epoxy for this process.
3. Once the glue has properly cured, remove 
all of the masking tape. Place the barrel along 
with the correct (#146597 Wall St II or 153192 
Princeton) busings on your mandrel and place 
into your lathe. You may use a skew for this 
but make sure that it is very sharp to prevent 
any unnecessary damage. Use progressively 
fi ner sandpaper until you are satisfi ed with 
the fi nish.
4. The barrel can now be fi nished with a fi nish 
of your choice. CA glue works well to fi ll any 
gaps and provides a great long lasting fi nish.
5. Follow your pen kit’s instructions to assemble your pen.
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SQUARE 
THESE 
ENDS 

STAR TIPS POINT UP

TRIM JUST TO 
THE INLAY ENDS +1/8" TRIM EACH END_

Product #149728, 149729, 149730, 149731, 149732


